RG 174/U Bmi

CONSTRUCTION AND DIMENSIONS

materials dimensions mm tollerance
Inner conductor: copper clad steel CCS 7x0.16 +0.012
Dielectric: Solid Polyethylene PE solid 1.52 +0.08
Braid: tinned copper wires Cusn

visual coverage 86%

diameter 2.00
Sheath PVC 2.80 +0.12

ATTENUATION AT 20 °C
ELECTRICAL CHARACTERISTICS Y TR——
5
Impedance 50+2 Ohm 10 111
Capacitance 105+2 pF/m 20 19.1
] ] , 100 28.3

Velocity ratio 67% 200 410
Screening efficiency > 40 dB 400 53.0
Resistance at 20 °C inner conductor 325.0 Ohm/km 1000 %80

outer conductor 36.0 Ohm/km 3000 200.0
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CONSTRUCTION AND DIMENSIONS

materials dimensions mm tollerance
Inner conductor: stranded soft tinned copper wires ~ CuSn 19x0.18 +0.016
Dielectric: Solid Polyethylene PE solid 2.95 +0.05
Braid: tinned copper wires CusSn
visual coverage 94%
diameter 3.45
Sheath PVC 4.95 +0.10
ATTENUATION AT 20 °C
ELECTRICAL CHARACTERISTICS T
5
Impedance 50+2 Ohm 10 4.7
Capacitance 100+2 pF/m 50 11.2
100 17.8
. . 0
Velocity ratio 66% 200 24.0
Screening efficiency >90 dB 400 37.5
) ) 1000 60.0
Resistance at 20 °C inner conductor 375 Ohm/km
outer conductor 14.0 Ohm/km 3000 120.0




